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                              AMAZON CLASSIC DIESEL ENGINE OIL SAE 15W-40 API CI-4/SL 
 

PRODUCT DESCRIPTION: 
 
                          AMAZON CLASSIC DIESEL ENGINE OIL SAE 15W40 is a premium CI-4/E7 engine oil suitable for all types of heavy-
duty diesel applications including modern, high-output, low emission engines fitted with emission control system using SCR and EGR 
technology. It is also suitable for new and old turbocharged and naturally aspirated diesel engines, both on-highway and off-highway 
applications, approved by most important Trucks and Bus manufacturers. 
  
APPLICATIONS: 
 
                         1. Mixed fleets diesel engines (High speed, four strokes, Turbo charged or naturally aspirated) 

2. Four stroke gasoline engines in mixed fleets of diesel and gasoline engines. 
3. Commercial road transport, Agricultural tractors and farm machinery. 
4. Off-high way vehicles and Generator sets. 

 
MEETS & EXCEEDS:  
 
                       API CI-4, CI-4/SL, ACEA E7-16, MAN 3275, VOLVO VDS-3, RENAULT RLD-2, CUMMINS CES 20077, MB 228.3 
 
FEATURES & BENEFITS: 
 
       1. Extended engine life 
                          2. Superior resistance to oil thickening 
                          3.  Reduced maintenance downtime and High Temperature Protection 
                          4. Excellent high temperature lubricity, detergency, keeping engine clean 
                          5. Appropriate ash to prevent spark plug from blocking, reducing emission pollution 
 
 

                          ** The information prepared provides the typical properties that are considered as representative.  Some variations will 
not affect performance is possible. 
 
HEALTH, SAFETY & ENVIRONMENT: 
 
                  AMAZON CLASSIC DIESEL ENGINE OIL SAE 15W40 is unlikely to present any significant health or safety hazard when 
properly used in the recommended application and good standards of personal hygiene are maintained. Avoid contact with skin. After 
skin contact wash thoroughly with soap and water. Guidance on Health and safety is available on the MSDS. 
                    Protect the Environment: Take used oil to an authorised collection centre. Do not discharge into drains, soil or water. 
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TECHNICAL SPECIFICATION 
S. No. DESCRIPTION            METHOD             RESULTS** 

1 Appearance Visual Clear & Bright 

2 Color D 1500 L2.5 

3 Kinematic, Viscosity mm2/s @ 40⁰C D 445 118.01 

4 Kinematic, Viscosity mm2/s @ 100⁰C D 445 15.70 

5 Viscosity Index D 2270 141 

6 Flash Point, COC, ⁰C D 92 228 

7 Pour Point, ⁰C D 97 -33 

8 TBN, mg/KOH/g D 2896 10.41 
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